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 Development Services Department – 
Building Safety Division 

KITCHEN REMODELING GUIDE 
 
 
GENERAL 

This guide outlines the minimum building code requirements for remodeling an existing 
kitchen without adding, modifying, or removing structural elements (floors, walls, or 
ceilings). 

The information provided here is general in nature and intended as a guide only. Each 
project is unique; additional requirements may apply as determined by the Building Official. 

TIP! Failure to complete items below prior to inspection may result in a re-inspection 
fee. 
 
 
Residential Building Code Requirements 

Smoke and Carbon Monoxide Alarms 

• Install smoke alarms inside each bedroom and immediately outside each sleeping 
area. 

• Install carbon monoxide alarms immediately outside sleeping areas and in 
hallways serving bedrooms. 

• Alarms are required on each level of the dwelling, including basements and 
habitable attics (excluding crawl spaces). 

 Ceiling Height 

• Minimum kitchen ceiling height: 7'-0". 

Energy and Green Building Code Requirements 

  Windows 

• New or replacement windows must have a maximum U-Factor of 0.32. 
• NFRC temporary labels must remain in place until after inspection. 

  Wall Insulation 
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• Install R-15 insulation in 2x4 walls, or R-19 in 2x6 walls (or per CF-1R performance 
report). 

• Insulate between conditioned and unconditioned spaces. 

  Floor Insulation 

• Install R-19 (or per CF-1R) insulation at bathroom floors over accessible crawl 
spaces. 

  Ceiling Insulation 

• Install R-30 (or per CF-1R) insulation in ceilings exposed to unconditioned space. 

  Installation Standards 

• Insulation must be installed without gaps, voids, or compression, and flush with 
the framing face. 

• The vapor barrier must face the conditioned space. 

 Air Sealing 

• Seal and weather-strip all air leaks at kitchen windows. 
• Seal all air leaks at the building envelope prior to insulation inspection. 

  Lighting 

• Recessed fixtures in insulated ceilings must be IC/AT-rated and sealed with a 
gasket or caulk. 

• All installed lighting fixtures must be high efficacy type or JA8 listed. 
• A ceiling junction box without a fixture is limited to 180 watts. 
• Lighting in adjacent spaces counts as kitchen lighting unless switched separately. 

  Ventilation 

• Kitchen range hoods must provide at least 100 CFM, or per manufacturer’s 
specifications. 

• Maximum sound rating: 3 sones, or 1 sone for IAQ systems (>400 CFM exempt). 
• Range hoods must vent to the exterior. 

 Hot Water Pipe Insulation 

• Hot water pipes ¾” or larger must be insulated (minimum 1” thickness) where 
exposed or accessible during kitchen remodeling. 

 
 
Electrical Code Requirements 
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• Label all circuit breakers. 
• Use copper conductors only. 
• Multi-wire circuits must allow simultaneous disconnection of all ungrounded 

conductors. 
• Group conductors for multi-wire circuits with wire ties inside the breaker panel. 
• New 15- and 20-amp circuits must be AFCI protected. 
• All new receptacles must be tamper-resistant. 
• Provide two 20-amp circuits for kitchen countertop receptacles. 
• Provide dedicated circuits for dishwasher, disposer, microwave, and other major 

appliances as required by the NEC. 
• Install GFCI-protected, tamper-resistant receptacles at all counters so that no 

point along the counter is more than 24 inches from a receptacle. Applies to any 
counter over 12 inches long. 

• Install at least one GFCI receptacle at the end of a peninsula counter. 
• Install at least one GFCI receptacle at the kitchen island. 
• GFCI receptacles may be installed up to 12 inches below the countertop with a 

maximum 6-inch overhang. 

 
 

Knob and Tube Wiring with Insulation cover requirements 

 

• Where knob-and-tube wiring is present, insulation must not contact the wiring unless 
the following conditions are met: 

• The wiring must be inspected by a licensed C-10 electrical contractor. 
o The contractor must certify that the wiring is in good condition, properly 

protected, and has no improper splices or deterioration. 
• A copy of the certification letter must be filed with the Building Safety Division and 

provided to the property owner. 
• Areas where insulation is installed around knob-and-tube wiring must be posted 

with caution signage visible upon entry. 
• Insulation must be noncombustible per the California Building Code. 
• Insulation must not contain electrically conductive materials. 
• Any repairs, alterations, or extensions to the electrical system require permits and 

inspections. 

 

 

 

Mechanical Code Requirements 
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• All new mechanical equipment must be installed per manufacturer’s 
specifications. 

• Manufacturer’s installation instructions must be available at final inspection. 
• Provide a hard, smooth metal vented kitchen range hood (ductless hoods are not 

permitted). 
• The hood vent must terminate at least 3 feet from openings and property lines. 

 

 

 

 

Plumbing Code Requirements 

 

• Gas shutoff valves for ranges or ovens must be accessible (behind the appliance is 
acceptable). 

• Kitchen faucets must have a maximum flow rate of 1.8 gallons per minute (gpm), 
with temporary increases allowed up to 2.2 gpm. Faucets must automatically return 
to 1.8 gpm. 

 

 

Plumbing – Kitchen Island Vents 

• When a kitchen sink is located on an island without direct access to a wall vent line, 
a special loop vent may be used: 

• Special loop venting is not permitted for peninsula sinks. 
• The loop vent system must include: 

o A clean-out at the sink drain 
o A clean-out at the wall vent 
o No horizontal sections in the loop vent 
o A wye fitting (no sanitary tee) at the loop-to-foot vent connection 
o No additional fixtures connected between the sink drain clean-out and the 

loop vent connection 
• Refer to Figure 909.1(A) and 909.1(B) for detailed configuration examples. 
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